
 H&S Manager

 Site Manager

Signature  Operative

P  Employees `  Property Occupants P  Children and vulnerable adults P  Company and private property 

P  Contractors and other visitors P  Neighbours P  Pets and nearby wildlife P  Environment

Y/N

P 25 0

Y/N

P 25 0

Y/N

P 16 0

Y/N

P 16 0

Y/N

P 11 0

   Required PPE:  Safety Boots  Hi-Viz  Hard Safety Hats  Protective gloves  Eye protection goggles P  FFP3 Mask  Fall arrest harnesses / Soft landing equip P P

1 Improbable: 0% - 5% Unlikely to happen 1  No risk to short-term or long-term health or sustaining personal injury 1 0 - 5  Low Risk - No extra controls needed

2 Remote: 6% - 35% May occur at sometime 2  Remote risk to health or sustaining minor injuries treatable by site first aid 2 6 - 15  Introduce extra controls to reduce risk

3 Possible: 36% - 65% More likely to occur sometime 3  Low risk of personal injury requiring medical attention at A&E Department 3 16 - 20  Only under supervision of Site Manager  

4 Probable: 66% - 95% Very likely to occur soon 4  Moderate risk of personal injury resulting in more than 7 days off work 4 21 - 25  Do not proceed as the risk is too high

5 Very probable: 96% - 100% Almost certain to come about 5  High risk of life-changing injury, long-term chronic illness, cancer and death

Likelihood of the hazard causing harm? Severity of the harm to you or others arising from the hazard The calculated risk of suffering harm

Refer to the CDM Plan when assessing risk Extinguishers must be kept ready-to-hand on site

Hot-works increase the 

risk of a fire during or 

after the work has 

been completed

Working with hot-cutting or carpet-seam welding tools 

are a frequent cause of fires in the workplace.   Latent 

heat in newly-laid carpet seams can smoulder and 

burst into flames many minutes after the direct heat 

has been applied. People can suffer life-changing 

injuries and loss of life from fires.

Complying with the site's Hot-works Permit system is mandatory 

and it will reduce the risk of fires and explosions. Workers must 

complete any fire watches the system requires. Only trained and 

competent workers to use equipment that generate heat or can be 

a source of ignition in high risk areas where flammable substances 

are stored or in use.

x

 Keep on site:       Keep on site: 

Slips and trips in the 

workplace 
Workers, site-visitors and tenants may be injured if 

they trip over objects or slip on spillages and suffer 

bruising, cuts and fractures. On average five UK 

workers lose their lives every year to slips and trips. 

Poor house-keeping and failure to remove waste from 

site on a regular basis, is a common cause of accidents. 

Leaving it to someone else to clean-up a mess may kill 

one of your colleagues.

Site and walk ways to be kept tidy and free from obstructions. All 

spillages to be cleaned up immediately. Use warning signs when 

necessary. Stack materials, equipment and tools so they won't fall. 

Remove waste and rubbish from site ASAP. Managers to constantly 

remind workers to tidy up after themselves and report constant 

offenders for disciplinary action.

x

Manual handling, 

lifting carrying and 

putting down materials 

and equipment

Workers may suffer muscular-skeletal injuries when 

carrying awkward, heavy objects, causing sprains and 

strains that may require surgical intervention and 

months to heal. Carrying heavy loads, such as carpets 

up a flight of stairs can cause falls if the load slips, 

leading to cuts, abrasions and broken bones.  

Ask for help to carry heavy or awkward loads. There are many 

inexpensive specialist lifting appliances that can make lifting objects 

much safer. Use them. Workers to observe HSE recommended lifting 

and carrying techniques in lifting heavy or awkward objects. 

Breakdown large loads to smaller, more manageable ones before 

attempting to lift and carry them.

x

Asbestos is known, or 

suspected of being 

present on site. Silica 

dust or general 

household dust is 

present.

Breathing in air containing either asbestos fibres or 

silica dust can lead to chronic obstructive airways 

diseases and cancers. It takes decades for clinical signs 

to become apparent, so taking preventative measures 

now to avoid breathing in dust is the only to avoid 

health issues later in life.

When an Asbestos Survey confirms the presence of asbestos, 

workers must take all necessary precautions to avoid disturbing it. 

Staff must observe the Asbestos Decontamination Procedure if 

asbestos is disturbed. The wearing of PP3 face mask is 

recommended at any time the work to be undertaken will cause 

general room dust to become airborne.

x

Control of Substances 

harmful to Health 

(COSHH)

Direct contact, inhalation or ingestion of 

corrosive/toxic chemicals can lead to acute and chronic 

respiratory problems, organ damage and cancer. 

Regular exposure to irritants often found in glues, 

solvents and sealants can cause atopic dermatitis of 

the skin and asthma.

Managers to ensure staff wear appropriate PPE when storing, 

transporting, working and disposing of toxic, irritant or flammable 

substances. Staff to be reminded they have access to online 

products' Data Sheets so they can better understand how the 

chemicals they come into contact with can be used safely. All waste 

to be disposed of responsibly.  

x

Extra controls required if standard controls are insufficient Revised risk after extra controls

without controls arising from residual hazards are reduced to an acceptable level with controls will be observed to reduce residual risk of hazards to acceptable level Likelihood Severity Risk

 Site Address: Post Code: Job Ref

 People at Risk:

Hazards Who might be harmed and how RISK Standard controls to be observed on site to ensure the risk of harm RISK Standard Controls

Risk Assessment
Folio Reference:

Risk Assessment 

prepared by: 

Floor Laying: Tiles & Carpets Print full name: Date:

FOAM (AFFF)
For wood, paper, 

textiles and 
flammable liquids

Do not use
on Electrical
or metal fires

Carbon Dioxide
For liquid and 
electrical fires

Do not use
on metal fires


